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REMOVE PUSHBUTTON AND SIGN FROM EXISTING MAST ARM POLE.
PLUG UNUSED HOLES.

CABLES.

INSTALL > FT.
(ORIENT PARALLEL TO CROSSWALK).
FOUNDATION SHALL BE

POLE BASE.

GRADE.

GALVANIZE,

REMOVE PUSHBUTTON FROM EXISTING PEDESTAL POLE.
(ORIENT PARALLEL TO CROSSWALK).
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INSTALL APS PUSHBUTTON AND SIGN
EXISTING PEDESTAL POLE.
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AND CAP TRAFFIC SIGNAL STRUCTURE.

USE EXISTING CABLES.

REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORT.

INSTALL GROUND MOUNTED SIGN ON 2-4 INCH X 6 INCH WOOD SIGN SUPPORT
(PAID FOR AS 4 INCH WOOD SIGN SUPPORT).
INSTALL 24
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NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON AND SIGN
INSTALL 1—-2 IN.
INSTALLED FLUSH WITH FINAL SIDEWALK
FOR FOUNDATION DETAILS.

CONDUIT BEND

CUT.

INSTALL APS PUSHBUTTON AND
PLUG UNUSED HOLES.

(ORIENT PARALLEL TO CROSSWALK) ON
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CONSTRUCTION DETAILS /

J. USE EXISTING HANDHOLE.

REMOVE UNUSED

USE EXISTING CABINET. INSTALL 2-WIRE APS CENTRAL CONTROL UNIT (INCIDENTAL TO APS PUSHBUTTON ITEM).

IN

INSTALL 1 INCH SCHEDULE 40 RIGID GALVANIZED STEEL CONDUIT (FOR DETECTOR SLEEVE).
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MD 166 (ROLLING ROAD) AT

BLOOMSBURY AVENUE
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M. USE EXISTING CONDUIT.
N

SWA

INSTALL 6'X30° QUADRUPOLE TYPE LOQP DETECTOR ENCASED IN 1/4” FLEXIBLE TUBING
(3—6-3 WINDING) AND SPLICE TO EXISTING 2-C ALUMINUM SHIELDED CABLE IN HANDHOLE.
LODOP SHALL BE INSTALLED 1 FT. BEHIND PROPOSED STOP LINE.

ABANDON EXISTING LOOP DETECTOR.

P. USE EXISTING HANDHOLE. APPROVALS /' REVISIONS TRAFFIC SIGNAL PLAN
ADJUST TO FINAL SIDEWALK TNSTALL APS/CPS AND 9-2012
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